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    12 cell                         18 cell

    8 cell           12 cell

Parabolic surface mounted fixture, steel housing finished in
baked white enamel, 3" deep semi specular louvers, grid
NEMA type "G".  Lamps not included.

Electronic Ballast, THD Less than 20%, Class P

Surface Mounted Fixtures

VOLTS NUMBER
OF

LAMPS

REFLECTO-
R CELLS

NATIONAL STOCK
NUMBER

Parabolic, Type 1X4, T8 Lamp

120 1 8 6210-01-353-9647

120 2 8 6210-01-353-9649

120 2 12 6210-01-354-3388

277 1 8 6210-01-353-9648

277 2 8 6210-01-353-9650

277 2 12 6210-01-354-3389

Parabolic, Type 2X4, T8 lamp

120 2 12 6210-01-353-9651

120 3 18 6210-01-353-9653

277 2 12 6210-01-353-9652

277 3 18 6210-01-353-9654



173

           9 cell                       16 cell

louvers, grid NEMA type "G".  Lamps not in-
cluded.

Electronic Ballast, THD Less than 20%, Class P

Surface Mounted Fixtures

Parabolic surface mounted fixture, steel housing finished in baked white enamel, 3" deep semi specular

VOLT S N U MB E R
OF  L A M P S

R E F L E C TO-
R  C E L L S

N AT ION A L
S TOC K

N U M B E R

P arabo lic , Type 2X 2, T8  Lo ng  Twin  Tu be Lam p

120 2 9
6210-01-354-077-

5

120 2 16
6210-01-355-664-

7

120 3 9
6210-01-354-077-

3

120 3 16
6210-01-355-664-

6

277 2 9
6210-01-354-077-

6

277 2 16
6210-01-354-940-

8

277 3 9
6210-01-354-077-

4

277 3 16
6210-01-354-940-

7

P arabo lic , Type 2X 2, T8  U -Tu be Lam p

120 2 09
6210-01-354-077-

7

120 2 16
6210-01-354-453-

4

120 3 09
6210-01-354-077-

9

120 3 16
6210-01-354-453-

6

277 2 09
6210-01-354-077-

8

277 2 16
6210-01-354-453-

5

277 3 09
6210-01-354-078-

0

277 3 16
6210-01-354-453-

7
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Low brightness Prismatic Lens surface mounted
fixture, steel housing in baked white enamel with
clear acrylic diffuser. Lamp not included.

Low Brightness Prismatic Lens,
F32T8 Lamp, Electronic Ballast,
THD Less than 20%, Class P

Standard Surface Mounted Fixture

Wraparound Surface Mounted Fixture

Surface Mounted Fixtures

VOLTS N U MB ER
OF LA MPS

N o. of
B allast

Fixture
Efficiency

H ousing
R eflectance

Input
Watts

Spacing
R atio

Lamp /
Lens

Spacing

N ATION A L
STOC K

N U MB E R

W raparound Surface m ounted P rism atic Lens Fixture, 4 Feet long

120
1
1

1
1

74.6 86.8 36 1.3:1.4 2.875

6210-01-394-422-
7

277
6210-01-394-423-

2

120
2
2

1
1

74.6 86.8 67 1.3:1.4 2.875

6210-01-394-422-
9

277
6210-01-394-422-

8

Shallow S urface mounted Prismatic  Lens Fixture, Type 1X 4FT

120 2 1

49.4 89.9 67 1.2:1.2 2.44

6210-01-394-632-
6

277 2 1
6210-01-394-632-

9

Shallow S urface mounted Prismatic Lens Fixture, Type  2X4FT

120 2 1

77.1 90.3 67 1.2:1.4 2.44

6210-01-394-421-
5

277 2 1
6210-01-394-421-

4

120 3 1

65.1 89.3 93 1.2:1.4 2.25

6210-01-394-421-
8

277 3 1
6210-01-394-421-

0

120 4 1

59

90.3 114 1.2:1.4 2.44

6210-01-394-420-
9

277 4 1
6210-01-394-420-

8

120 4 2

90.3 134 1.2:1.4 2.44

6210-01-394-420-
7

277 4 2
6210-01-394-421-

3


